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1. FLOWCHART

- For alink to the ULLS-G Services Flowchart click on this link

- For alink to the ULLS-G AMSS Flowchart click on this link




2. ROUTINE TASKS

NON-MISSION CAPABLE REPORT (DODAAC)
SOURCE: Equipment Data Reports Process.
FREQUENCY: Review daily.
PURPOSE: Provides a copy of the Non-Mission Capable Report by DODAAC.

NOTE: Refer to appendix F of the ULLS-G Users Manual (EM) for a complete list
of Not Available Reason (NAR) Codes.

DISPOSITION:  Dispose of when no longer needed or IAW local SOP.
MANAGEMENT APPLICATIONS:
- Use to monitor NMC equipment including date NMC, reason why it is

NMC (NAR Code) and, if applicable, document number and status or
work order status.

ROLLUP BY END ITEM CODE
SOURCE: Display/Print AMSS Reports process.
FREQUENCY: Review weekly or IAW local SOP.

PURPOSE: Provides by UIC, a consolidated report by EIC sequence, of all reportable
end items that have accumulated any NMC time during the reporting
period.

DISPOSITION: Dispose of when no longer needed or IAW local SOP.
MANAGEMENT APPLICATIONS:
- Provides readiness data for all end items.

- Run anytime during the report period.
- Available by Unit or rollup by reporting Bn/Bde.

SERVICE SCHEDULE
SOURCE: Equipment Data Reports Process.
FREQUENCY: Review weekly.
PURPOSE: Provides a report of scheduled services due by Admin Number, DODAAC,
Date Range or NSN. Run by date range for each month, use the list to

document services performed or applicable faults to input into ULLS-G.

DISPOSITION: Dispose of when no longer needed or IAW local SOP.



MANAGEMENT APPLICATIONS:
- Use the report to determine which equipment requires service by
Admin Number, DODAAC, NSN or during a particular date range.
- To find services that are overdue, use a start date 1 year prior to the
current date and use the current date as the end date. The process
will list all services not performed for the past year.

AMSS AUTHORIZATION REPORT
SOURCE: Update AMSS Authorizations Option
FREQUENCY:  Run Monthly
PURPOSE: Provides a listing of all records in the AMSS Authorization File by UIC.
DISPOSITION:  Dispose IAW Local SOP.
MANAGEMENT APPLICATIONS:

- Use to verify unit MTOE authorizations.
- Validate authorizations with EDF.

PROJECTED FULLY MISSION CAPABLE RATES BY REPORTABLE END ITEM/SYSTEM
SOURCE: Materiel Readiness Processes, Display/Print AMSS Reports.
FREQUENCY: Review daily or IAW local SOP.

PURPOSE: Provides information to determine what equipment could possibly fall
below DA goal of 90% based on current FMC/NMC equipment status.

DISPOSITION: Dispose of IAW local SOP.

MANAGEMENT APPLICATIONS:

- This report displays the projected FMC percent and the NMC
hours/days to the DA goal of 90%.

- The projections are based on the current NMC status of the equipment
and the concept that "if nothing changes between now and the end of
the report period", this is what the result will be.

- A negative number in the last column indicates number of days short
of goal.

SEND SAMS TRANSACTION LISTING
SOURCE: Send SAMS Transactions process.
FREQUENCY: Review daily.

PURPOSE: Provides a listing of SAMS transactions that were written to diskette to be
processed by the SAMS DSU.



DISPOSITION:  Dispose of when no longer needed or IAW local SOP.

MANAGEMENT APPLICATIONS:

- Use to review inoperative data and work orders sent to the
maintenance DSU.

- Use to monitor compliance with the requirement to report to SAMS
daily. The absence of this daily report is an indicator that your clerk is
not reporting to SAMS-1.

- For a description of each field, refer to appendix C of the ULLS-G User
Manual.

DA FORM 2715 FEEDER REPORTS DETAIL REPORT
SOURCE: Materiel Status Processes; DA Form 2715 Feeder Reports.
FREQUENCY: Review Weekly.

PURPOSE: Provides DA Form 2715 Feeder data at any time during report period for
reportable end items.

DISPOSITION: Dispose IAW local SOP.
MANAGEMENT APPLICATIONS:
- Use to identify systemic maintenance issues for specific types of

equipment.
- Use to prepare End of Reporting Period USR Data.

EQUIPMENT DATA ADD
SOURCE: Equipment Data Update.
FREQUENCY: When applicable.

PURPOSE: To provide command and control a copy of any equipment listings that is
not in the MMDF.

NOTE: Email all findings to USAMMA STAMIS@amedd.army.mil The following
information will be required; NSN, Nomenclature, Serial number and Model

DISPOSITION:  NA

MANAGEMENT APPLICATIONS:
- Used to update the MMDF in SAMS 2 and send down to subordinate
units via FTP.


mailto:USAMMA STAMIS@amedd.army.mil

3. SECURITY

SECURITY in ULLS-G is based on a 2-step process — each user must be able to log on to the
system to get in, and then have specific permission (access) to do ULLS-G actions. Some simple
definitions:

User = a person that uses the ULLS-G system

Access = permission to do a particular task or action in ULLS-G. Example — access to

Dispatch Equipment mans that a user can go into the Dispatch Equipment menu and choose to
actually dispatch equipment.

Group = one or more users that have the same accesses. The 2 standards groups are:
ULLSSA - System Administrator (Can do Security and Utilities)

ULLSUSER - Does everything BUT Security.

To Add a New User to ULLS-G, you must do the following 2 steps:

Step 1 — User Information.

To add a user:

Log in to ULLS-G with an ID of AAAAAAAA and password of AAAAAA this will let you get
into System Security. Go to System Security off the Main Menu.

=10,
DATE: L3Q-8%—#1
LINIT LEVEL LOGISTICS SYSTEM — GROUND
Uzer ID: TLLLLLET
Pazsuord: oo

Choose Update User Information.

Type in the Unit DODAAC and the ID of the new user. The User ID can be up to 8
characters (letters and numbers).



Arrow down to Add on the menu.
Press <Enter>

User Name — name of the person (up to 25 characters)

SECURITY SYSTEM

ADD USER INFORMATION

USER DODAAC: WB1HAA
USE

R ID: JOWES
USER NAME: SGI'JONES
NEW PASSUORD:
DATE PASSWORD EFFECTIVE: 28838219

{Enter> to add Hew Uszer {Esc> to Exit

New Password (up to 6 characters)

The Date Password Effective is today’s system date (the date set on the computer)
Press <Enter>. The question —“Is this User the unit Commander” comes up. Type in
Y if the new person IS the Commander, or if you need to establish a Commander’'s

Password. Otherwise, type in N for No.

You have just added a new user!

Ensure you use the units security measures for safeguarding the Commander’s and any other
passwords.



Step 2 — Access to do ULLS-G Actions.
To give the new user access to do any ULLS-G actions, you have a few options or ways to do it:
Option A — Individual Access — (the long way)

In the System Security menu, go to Update User Accesses.

USER ACCESS SELECTION MEMU

SECURITY SYSTEM

USER DODAAC: AAAAAA
USER ID:

EAIT
INQUIRE
ADD
MODIFY
DELETE

SELECTION: EXIT

<F3>
Display
User ID=

Press <F3> to bring up a list of users. Highlight the one you want and press <Enter>.
Then arrow down to Add on the menu and press <Enter>.

USER ACCESS SELECTION MEMU

DoDARGC USER ID
SECURITY SYSTEM

AAAARA ARAARARA
USERugggH?C: AAARAA WB1HAR JONES

EAIT

INQUIRE
ADD
MODIFY
DELETE

SELECTION: ERIT

<F3>
Dizplay
Uzer 1D=




A very long list of all of the ULLS-G actions/processes comes up on the left side of the
screen. To give the user access to any of the processes, highlight the process on the left
side of the screen, then arrow to the right side of the screen. Type in Y for any action you
want the user to be able to do. (Only Security tasks use something other than Y, they are
— I for Inquire, A for Add, M for Modify and D for Delete. They build up as they go — for
example, if you give someone D access, they can also do Inquire, Add, Modify and
Delete).

USER 1D : JONES SECURITY SYSTEM

ULLSG :
REQUEST PROCESS
REQUEST FOR ISSUE
POST POST REQUEST FOR ISSUE
S5 LISTING

EXCEPTION REPORT
CANCELLATION
FOLLOW-UP
MOD-DCR UPDATE
TURN-IM

TRANS . TO 508

SC
RECEIPT-STATUS ~DCR MGT
RECEIFT FROCESS
AHUAL STATUS PROCESS
UTOMATED STATUS PROCESS
DCR INQUIRY
PLLADCR RECONCILIATION
Return to Previous Window — Esc Key & Left Arrow Hey
Jump to Access Menu when curszor iz positioned on a Module — Right Arrow Key
Move cursor one line — Up & Down Arrows Move cursor one page — Page Up & Down

To save what you have done, be sure to arrow back to the left and then <Escape>
to leave this screen. If you Escape first, all of your work is lost !!

Option B — Group Access — (the easier, quicker way)

First you need to assign the new user into a group. Most people will be in the ULLSUSER
category. Go to Assign Users to Groups on the System security menu.
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SYSTEM SECURITY MENU

<F1*> = HELP

Highlight the user on the list and press <Enter>.

ASSIGH USERS TO A GROUP

DODAAC USER 1D
USER DODAAC :

USER ID : ARARAA ARAARAAA
GROUP ID : WBiHAA JONES
USER HAME :

ULLSSH ULLS SY¥STEM ADMINISTRATOR
ULLSUSER ULLS CLERK

{Ezc> to EHIT

Then highlight the group you want to put that user into, and press <Enter>. It tells you at
the bottom of the screen that the user has been added to the group.

11



ASSIGN USERS TO A GROUP

USER DODARC : UWB1HAA
USER ID : JONES

GROUP ID : ULLSUSER
USER NHAME : SGT JOHES

ULLSSA ULLS SYSTEM ADMINISTRATOR
ULLSUSER ULLS CLERK

{Esc? to ENIT

Then, to give the user access, do — NOTHING - if you want them to do whatever the
group can do!!

You MUST do both Steps 1 and 2 to add a new user to ULLS-G.

Other Security Actions:

Look up or Change a Password: (This is useful WHEN, not IF, someone forgets their
password)

Log on with an ID and Password that gives you access to System Security.

Go to Update User Information on the System Security menu.
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SYSTEM SECURITY MEMU

<F1*> = HELP

Press <F3> to get the list of users. Highlight the user you want, and press <Enter>.

UPDATE USER INFORMATION MENU

USER DODAAC: WB1HAA
USER ID: JOMES

EXIT
ITNGQUIRE
ADD
MODIFY
DELETE

SELECTION =

<F3>
Display
User 1D=

Choose either Inquire (to look at the password) or Modify (to look at and change the
password) and press <Enter>.

If you need to change the password, type in the new one in the New Password block and
press <Enter> to make the change.
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Add a New Group: (If you want to set up a specific group of your own, instead of the standard
ULLSSA or ULLSUSER. This could be useful, as an example for specific functions in ULLS-G like
a group for PLL Clerks or Dispatchers).

Log on with an ID and Password that gives you access to System Security.

Go to Update Group Accesses on the System Security menu. Type in the new group
name and arrow down to Add, press <Enter>.

GROUP ACCESS SELECTION MENU

GROUP 1D: FTEEN

EXIT
INQUIRE
ADD
MODIFY
DELETE

SELECTION: ADD

<F3>
Dizplay
Group IDs

Type in the description of the new group and press <Enter>.

Go thru the list of processes and give the new group permission (accesses) to ULLS-G
actions. Then add your users to that new group.

SECURITY SY¥YSTEM

¥ AUTOMATED FOLLOW-UP
¥ ‘MANUAL FOLLOW-UP

REQUEST FOR ISSUE

POST P0¥¥NEEQUEST FOR ISSUE

ER'S EXCEPTIIOM REPORT

FOR CAMCELLATION

FOR FOLLOY-UP

FOR MOD-DCR UPDATE

FOR TURHM-IN

PPLY TRAWS. TO 508

SC
RECEIFT ~STATUS-DCR MGT

RECEIFT PROCESS

AHUAL STATUS PROCESS

UTOMATED STATUS PROCESS

DCR ITHQUIRY Exit without Saving Ezsc Hey

PLL-DCR RECONCILIATION Save Accesses & Exit Left Arrouw Hey
Move cursor one line Other Arrow Keys
Move cursor one page Pg Up & Pg Doun
Ualid Access Keys I, A. M. D. Y. H
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Delete a User: (when a user leaves your unit or doesn’t need to use the ULLS-G system any
more)

Log on with an ID and Password that gets you into System Security.

Go to Update User Information and press <Enter>. Then press <F3> and choose the
user from the list.

UPDATE USER INFORﬁaTION MENU

DODAAC  USER ID

AAARAAA AAAAARRAA
WB1HAA JONES
USER DODAAC:
USER ID:

EXIT
THQUIRE
ADD
MODIFY
DELETE

SELECTION =

<F5>
<F3x> <Esck Locate ID

Display Exit
User 1D=s

Arrow down to Delete on the menu and press <Enter>.

The system asks if you're sure you want to delete the user. If sure, type in Y. Look for the
purple message that says the user has been deleted.

DELETE USER INFORMATION

USER DODAAC : WB1HAA
USER ID = JONES
USER MAME : SGI JOMES

Are you sure you wizh to delete user JONES from ULLS-G? [NH1 <Y¥.-H>

Warning: Deleting a uzser from ULLS-G, causes all the abhove information
azsociated with the user, including his system accesses to he deleted.
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4. PARAMETERS

Parameters are a set of information about a unit in ULLS-G. You can Add Parameters or Update
Parameters in ULLS-G.

To Add Parameters (you must do this when you add a new UNIT in ULLS-G):

Go to System Utilities on the main menu. Choose Unit Parameter Add/Update, then
arrow right to Parameter Add and press <Enter>.

SYSTEM UTILITIES UNIT PARAMETER SELECTTIONS

UNIT PARAMETER ADD-UPDATE.... 1 PARAMETER ADD

FILES MAINTI ARCHIVE DEVICE... 2 PARAMETER UPDATE

FILES MAINT DPISKETTE EXIT SYSTEM UTILITIES PARAMETER UPDATE. E
UNIT TRAMSFER

TELECOMM INTERFACE

END USER MAMUAL IMFO-PRINT... &
EXIT SY¥STEM UTILITIES

DATE: 28838226 UMIT LEUEL LOGISTICS SYSTEM AWCUFiAl
PARAMETER MAINTENANCE

ENTER THE UNIT DODAAC: UYB1HAA

{Fi% FOR HELP <TAB> FOR NEXT FIELD <ENTER> TO PROCESS
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Type in the Commander’s Password for the unit. (Where does the Commander’s
Password come from? See Page 1, Step 1 —when you said Y this user is the
Commander, that is the password).

Parameter Information:

OSC Security Data: the only entry should be N. We don’t send requests to OSC from ULLS-G.
Press <Enter> to go to the next screen.

DATE: 280308226

UNIT DODAAC:

03C SECURITY DATA:
0SC INDICATOR:
PHONE MUMBER:

IP ADDRESS:

GCOMM SERUVER LOGIN:
GATEYUAY LOGIM:

NUHMBER OF DAY¥S OSC RECORDS HELD BEFORE B

<F1> FOR HELP <TAB> FOR NEART FIELD <{ENTER> TO PROCESS

Supply Support Data: where you send your requisitions to from ULLS-G. If all of your repair
parts requests in ULLS-G go to the same TAMMIS, type in <A> in each block.

DATE: 28838226 LEUEL LOGISTICS SYSTEM
RAMETER MAINTENMANCE
UNIT DODAAC: WB1HAA
SUPPLY SUPPORT DaATA:
ENTER THE DSU DESIGHATION FOR:

CLASS IX COMMON REPAIR PARIS: A
CLASS IX AIRCRAFT REPAIR PARTS: A
CLASS IX MISSILE REPAIR PARTS: A

«F1> FOR HELP <TAB> FOR HEXT FIELD <ENTER> TQ PROCESS

Unit Descriptive Data: enter the unit commander’s name, and the unit address/phone number.
Unit Parameters: (this is the biggest problem area of any Parameter information).

UIC = your unit's UIC.

17



UIC Service Designator Code = A (Active Army) or R (Army Reserve).
FAD = your unit's FAD (2).

Location Code = A (CONUS) or B (OCONUS).

Unit Dispatcher = enter who does the units dispatching.

Utilization Code = Enter O (Active) or A (Reserve)

Work Order Number = the number that will automatically be assigned to the next new
Maintenance Request.

Fund Code = the code for who pays for repair parts (41 for OIF 2), if it is not your unit,
otherwise leave blank.

AMSS Report Date = the last day in the current report period (15th).
Reporting UIC = who actually does the monthly AMSS report (The SAMS 1 UIC).

Reporting Name = name of the Reporting UIC organization (The name of the SAMS 1
unit).

Reporting Location = city and state of the SAMS 1 unit.

Battalion Indicator = N. Only change it to Y when doing an AMSS data Receive from
Lower process to rollup AMSS info from a Company, or an Detachment.

Supply Parameters: Beginning and ending serial numbers are the block of document numbers
you use to order repair parts. Serial number blocks are set by unit SOP.

Number Of Days Before Follow-Up On Priority 01 To 08 =9
Number Of Days Before Follow-Up On Priority 09 TO 15 = 30
Demand/Interface Parameters: The section on Demand Parameters deals with PLL criteria.
Average Customer Wait Time = 10
Number Of Demands To Add = 09 / 03 OCONUS
Number Of Demands To Retain = 06 / 01 OCONUS
PLL Size Limit = 150
Interface Parameters: are what other systems your ULLS-G talks to
Recoverable To Paper =Y
SARSS Indicator =0
SAMS Indicator = 1 (Has to be 1 to interface with SAMS)

S4 Indicator = Y if send data to the unit ULLS S-4 system, otherwise should be N.
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D6S Indicator Code =Y for CONUS / N for OCONUS

Telecomm Indicator = Blank if you don’t BLAST. If you do send data thru BLAST
(modem), the Indicator = P.

Ground Maintenance Support Site Data: this is the unit's supporting maintenance shops.
Level of Maintenance Authorized should be - F. If you send maintenance requests (work
orders) to more than one supporting maintenance shops, you need to change this information to
the specific maintenance facility before creating the request.
AOAP Data: Enter “DUMMY” information as AOAP is not used in medical equipment.
Hardware Parameters: for the ULLS-G computer you are using.

Program Files = C

Data Files On Drive = C

Default Floppy Drive = A

Tape Drive/Software = Leave Blank

CD ROM Drive = Leave Blank unless you have a CD-ROM.

To Update Parameters: (you should do this periodically, because information does
change).

Go to System Utilities on the main menu. Choose Unit Parameter Add/Update and then
arrow right to Parameter Update and press <Enter>.

'UNIT PARAMETER SELECTIONS

UNIT PARAMETER ADD-UFDATE.... 1 PARAMETER ADD
FILES MAINT ARCHIVE DEVICE... 2 PARAMETER UPDATE. . . e iaieiaiaeeneanssns-s- alid
FILES MAINMT DISKETTE EXIT SY¥YSTEM UTILITIES PARAMETER UPDATE. E
UNIT TRAMSFER
TELECOMM INTERFACE
END USER MAMUAL IWFO-PRINT...
EXIT SY¥STEM UTILITIES

<F1> HELP <F6» EUM <ENTER» SELECT
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Type in the Unit DODAAC of the unit and press <Enter>.

DATE: 28838226 UNIT LEVEL LOGISTICS SYSTEM AWCUFiAl
PARAMETER MAINTENANCE

ENTER THE UNIT DODARC: 4WBiHAA

<Fi> FOR HELP {TAB> FOR HNEXT FIELD <ENTER> TO PROCESS

UNIT LEVEL LOGIST SYSTEM AVCUF11@
PARAMETER MATNTENANCE

UNIT DODAACG: WB1HAA

ENTER THE COMMANDER’S PASSWORD: [::::::]

<E> TO ERIT: <F1> FOR HELF <TAB> FOR NEXT FIELD <ENTER> T0Q PROCESS

Choose the section of the Parameters that you need to update.
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After pressing <Enter>you will be brought to a screen asking for a UIC. At this time press
<Escape> until you are able to log out. Now you will be able to log in with your user ID
and password assigned to you in the security section.

o i
UNIT LEUEL LOGISTICS SYSTEM — GROUND
User ID: JOMES
Password: [N
<{ESC> EXIT <Fi»> HELP <ENTER» PROCEED AFTER ENTERING ID AND PASSWORD

21



5. EQUIPMENT DATA

Actions throughout ULLS-G are based on equipment information in the Equipment Data file.
Types of equipment include Systems, Subsystems, End Items and Miscellaneous Items.

System = listed in Appendix B, AR 700-128. A system is composed of 2 or more items that work
together to accomplish the mission of the system. Example — a Tank and Pump unit is a system.

Subsystem = parts of a system, also listed in App B AR 700-128. For the Tank and Pump unit
example, a subsystem is the 5-ton truck.

End Item = a stand-alone item of equipment. Most equipment is in this category. End Items have
serial numbers. All medical equipment you input will be added as end items.

Miscellaneous Items = items generally without serial numbers. Example — a GP Medium Tent.
Component = items enrolled in AOAP. Examples are — vehicle engine, transmission, hydraulics.

ADMIN Number = also known as Bumper Number, assigned to identify items of equipment.

Adding Equipment = Go to Equipment Data Update from the ULLS-G main menu and choose
Equipment Add.

=101 x|

e

i e sl o
3

o e i o e

Add Prime System:

Choose Add Prime System on the menu. Type in the Admin Number for the System
(Example = TPU2). Press <Enter>.

Choose the NSN for the item from the list — either type in the NSN, or arrow down the list
to Find the system. Select the highlighted system by pressing <Enter>.

See Common Steps (below) to finish adding the Prime System.
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Add End Item:

Choose Add End Item from the menu. Type in the Admin Number for the equipment
(Example = A23 or Maintl). Press <Enter>.

DATE: 28038226 UNIT LEVUEL LOGISTICS SYSTEM AYWCHE201
EQUIPMENT ADD-UFPDATE

DODARG ADMIN MUMEER
WEB1HAA AZ3

<E> TO EXII: <F1> FOR HELF <TAB> FOR NEXT FIELD <ENTER> TO PROCESS

Type in the NSN for the equipment, choose the highlighted item on the list by pressing
<Enter>. If the NSN is not listed press <F6> to add the NSN.

20038226 UMIT LEVEL LOGISTICS SY¥STEM AUCHMPZ84
END ITEMS EQUIPMENT INITIALIZATION

EIC NOMENCLATURE

<F1> HELP <ENTER> SELECT <{F6> CATALOG DATA ADD <ESC> ERIT

See Common Steps (below) to finish adding the End Item.
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COMMON STEPS TO ADD EQUIPMENT:

Serial Number / Registration Number = Type in the serial number of the equipment.
Also make sure the numbers are typed in correctly — IT CANNOT BE CHANGED!!! (The
system will ask if everything is correct — this is your last chance!)

i =10
DATE: 28838226 UNIT LEVEL LOGISTICS SYSTEM AWCHFZ284
EQUIPHMENT ADD

DoDARGC ADMIN NUMEER SERIAL NUMBER REGISTRATION NUMEER
WB1HAA AZ23 1113143144

HOUN MODEL HSH EIC
THING M-Z2TI 1234567890080

<E> TO EXIT: <F1> FOR HELP {TAB> FOR MNEXT FIELD {ENTER> TO PROCESS

The system asks (in purple, at the bottom of the screen) if the equipment is a Substitute
or In-Lieu-Of item. Hit the N button for no.

Administrative Data:

= ULLS.EXE

DATE: 28840388 UMIT LEVEL LOGISTICS SY¥YSTEM AYCHMEZ2H4
EQUIPHMENT ADD

DODARC ADMIN NUMBER SERIAL MUMBER REGISTRATION NUMBER
We1uYG 54678918112

ADMIMISTRATIVE DATA
CURRENT ODOMETER READING: + 80888 CUMULATIVE EQUIPMENT READING: 800886
DISPATCH: N MCER: ¥ ERC: EQUIF CLASS CODE:
FUEL TYPE: KEY MUMBER: EQ LIC HUM:
WARRANTY EXP DATE YEAR MFG: ——— OPR LIC HUM:
DISPATCH DESTINATION:
OFFICIAL USER’S NAME-PHONE MWUMBER:

<E> TO EX <F1> FOR HELF <TAB> FOR MNEXT FIELD <ENTER> TO PROCESS

ERC = The ERC code will be A. This is the only information required on this page, hit
Enter when complete and you will see a message on the bottom that says equipment has been
added.
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After adding the equipment you will be asked if you want to add services on the
piece of equipment. This is the easiest way to add services. Type Y for yes and
add the services.

=10l x|

DATE: 28048308 UMIT LEUVEL LOGISTICS SY¥STEM AYCHFZ84
EQUIPMENT ADD

DODARG ADMIM HUMBER SERIAL MUMBER REGISTRATION HMUMBER
W1UYG BaA1 54678918112

WILL SERVICES DATA BE ADDED FOR THIS EQUIPMENT Y. N>

<E> TO EX | <F1*> FOR HELP <TAB> FOR MEXRT FIELD <ENTER> TO PROCESS

Last PMCS Done = the last type of service done.
Date Done = date last service was done.

MI/KM/HR Done = enter 0.

DATE: 28830226 UNIT LEVEL LOGISTICS SYSTEM- AMCHFZ284
EQUIPMENT ADD

DODAAC ADMIN NUMBER SERIAL WUMBER REGISTRATION MUMBER
WBiHAA 11111111

SERVICE DATA
TYPE DATE DONE
LAST PMCS DOMNE: A 28838226

<F1> FOR HELP <TAB> FOR NEXT FIELD <ENIER> TO PROCESS
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Equipment Data Update:

To change Equipment Data (administrative data) on an item, use the Update Admin Number Data
option under Equipment Data Update. This lets you change things like mileage readings, ERC
Code, etc.

=10l
EQUIPHENT DATA UPDATES 2 DF : PO OPTIC

g R

e i i o e

Change Admin Number - this option under Equipment Data Update lets you change the Admin
Number (bumper number) on an item.

Equipment Service Update - This option allows you to update or change your scheduled service
information on equipment.

Equipment Delete - Is only used to delete Miscellaneous Items (without serial numbers).

26



Equipment Transfer - 2 choices.

Transfer In — lets you load a diskette that contains the equipment data file information about a
piece of equipment, and add it to your ULLS-G system. It's easier to do this rather than type in all
of the equipment data.

TR AL o A

E XX XX
e

Transfer Out — loads the equipment data information about an item to a diskette, and removes the
records for that item from your ULLS-G computer. This is the only way to delete a serial-
numbered item from ULLS-G.

N DATA DA R 5 0 D

I XX
-

o e iy o i
4
SR L” Ry

NOTE - this is normally used in 2 situations.
1. When you laterally transfer out a piece of equipment or turn-in a piece of equipment.

2. When you have to change the serial number or registration number for an item.
You must transfer the item out, and then re-enter the information.
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SERVICES

ULLS-G does a great job of scheduling services and recording the results. It includes regular
scheduled services, oil changes, special services and AOAP sampling.

Adding Service Data — can be done in 2 ways through Equipment Data Update. The best way to
add service information is when you add an item of equipment to ULLS-G. The other way is after-
the fact, thru Equipment Service Update. (See the section on Equipment Data for steps)

Recording Service Results — this is a big step that we miss some of the time. When a
scheduled service has been completed, you must post the results into ULLS-G. This not
only records the service that was done, but also resets the due date for the next service.

Posting Service Results:

Go to Operational Processes from the main menu and choose Services Performed.

- SCHEDULED SERVICE OPTIONS
EQUIP DISPATCH AND RETURN.... SCHEDULED SERUVICE OHNLY
MAINT AMD INSP WORKSHEET 0IL CHANMGE OMLY
MAINTEMANCE FAULTS SCHED. SERVICE & OIL CHG
PARTS IMSTALLED LUB & SPECIAL SERVICES
SERUVICES PERFORMED
EXAIT OPERATIONAL PROCESSES...

{F1> HELF {F&> EUM <ENTER> SELECI

To post just regular service results, choose Scheduled Service Only. Type in the Admin
Number of the equipment that was serviced.

In the Type Service Done block, type in the service code.

Type in the date the service was completed.
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When you press <Enter> to post the service information, ULLS-G will automatically re-
schedule your next service due.

LEVEL LOGISTICS SYSTEH AWCHF161
DULED SERUVICE PERFORMED

ENTER THE DODAAC: WBiHAA ENTER THE ADMIN HUMBER: RA23
HOUN: THING MODEL: M-2TT
TYPE SERUVICE DUE DATE DUE MI-HR-KM DUE CUR USAGE

A 28848226 a (51515]515]5)
TYPE SERVICE DOME DATE DONE MI-HR-EM DONE
A 280838226 a

<E> TO ERIT: <F1i> FOR HELP <TAB> FOR HWEXKT FIELD <ENTER> T0O PROCESS

Service Schedule Report:

One very useful ULLS-G printout is the Service Schedule. To print a Service Schedule, go to
Equipment Data Reports from the main menu and choose Service Schedule. There are 4
different options:

SERUICE SCHEDULE
SCHEDULE FOR ADMIM NUMBER
SCHEDULE FOR DODARC
PARTS RECEIVED HOT IMSTALLED. 3 SCHEDULE FOR DATE RANGE
EQUIPMENT FUEL USAGE SCHEDULE FOR AM NSH

SERVICE SCHEDULE
HON-MISSION CAPABLE
EQUIPMENT DATA FILE
EQUIPMENT USAGE
EXIT PROCESS

<F1> HELP <{F&> EUM <ENTER> SELECT

Schedule for an Admin Number — this shows all services due, including AOAP, for a
particular piece of equipment.

Schedule for a DODAAC - this shows all services due for all equipment in a unit.
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Schedule for Date Range (the most useful choice!) — you pick the time period to see a
printout of services due for a unit. It asks you to enter the Start (From) date and the End
date (To) for the report. You can choose any number of days or even years (current, past
or future).

NOTE — 2 common choices are — run a Service Schedule report for the next month (useful for
training meetings) and do a Service Schedule report for a year (like for a Training Year — good for
Yearly Training Plans, and the USARC Form 18R requirement).

Schedule for an NSN (the least used) — this prints services due for a type of equipment,
all of that type on-hand.
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6. MAINTENANCE FAULTS

A fault is the starting point in the ULLS-G maintenance process. Adding a fault is the first
step, before ordering parts or creating work orders. Also, adding an NMC (Not Mission
Capable or deadline) fault starts the clock for AMSS readiness reporting.

Adding A Fault:

Go to Operational Processes on the main menu and choose Maintenance Faults. Select Add
Faults.

Highlight the equipment that has the fault.

SELECT EQUIPHENT ¢aDDD AYWCUFA04
ADMIN_HO
DODAARC MODEL NOUN

WBiHAA A1l M222 SOMETRUCK
WBiHAA AZ23 M-2TT THING

<ESG> TO ERIT <ENTER> TO SELECT
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Type in:
Fault Date — date the fault happened or was discovered
Fault Time
Fault Status Symbol — whenever you enter a fault it must be an X fault
Fault description — what the problem is (please don't type in “Broke”)
When Discovered — code for when a fault was detected (press F1 for the code list)
How Recognized — code for how the fault was found (press F1 for the code list)
Failure Code — choose the code (press F1) that best matches the fault

Maintenance Type — either S for Scheduled Maintenance or U for Unscheduled.

DATE: 28038227 UNIT LEUEL LOGISTICS SYSTEM AWCHE1 43
TIME: 13:41:47 MAINTENANCE FAULTS

DODPAAC: UYB1HAA ADMIN NO: RZ3
MODEL: H-2TI NOUN: THING
FAULT DATA

FAULT DATE: 268838227 FAULT
FAULT TIHE: @8:086:808 SEQ. HO: B@al

FAULT STATUS SYMBOL: X
FAULT DESCRIPTIONM: THING MISSIMNG

WHEN DISC.: A HOW REC.: B899 FAILURE: 188 MAINT. TYPE: §

<F1i’> FOR HELF <TAB> FOR NEXT FIELD <ENTER> TO PROCESS
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Correcting A Fault:

This action closes a fault, and closes out any completed work order against that fault. It also
stops the NMC time for a deadlined item.

Go to Operational Processes, Maintenance Faults. Select Correct / Update / View Faults.

Highlight the item of equipment on the list

SELECT EQUIPMENT (COR-/MOD)  AMCUF@B4
o ADMIN_NO _
DODARC MODEL NOUN

WB1HAA Al H222 SOMETRUCK
WB1iHAA A23 M-2TT1 THING

<ESC> TO ERIT <EWTER> T0O SELECT

Highlight the particular fault that you want to correct and press <F3>. Don'’t press <Enter>!

DATE 28838227 SEARCH OPEN EQUIPMENT FAULT RECORDS AYCUFBA2
DODARGC: WBiHAA ADMIM MUMBER: AZ23
NHO. STATUS FAULT WRITEUP DEFERRED
28038227 8861 A THING MISSING

<ENTERXVIEY FLT <F3>MODIFY¥-CORRECT FLT <F6>VIEYW CLOSED FLTS <ESCXERIT
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At the Fault Discovery screen, press <page down>.

FAULT CORRECTION INFORMATION AUCHMF145
FAULT : 28836227 SEQ _MO: B@81 STATUS: ¥

TIME ACTION CODE
28838227 13:59:82

CORRECTIVE ACTION
OPER OPER OPER
INDIUVIDUAL LIC_HWO CAT HOURS LIC_NO CAT HOURS LIC_NO CAT HOURS

MAN-HOUR
ENTRIES

TOTAL HOURS
PRESS <{ENTER> TO PROCESS. <ESC> — ERIT

Type in:
Action Code — code for what was done to fix the fault
Corrective Action — description of the fix

Operator License Number — type in the Tech code of the person who performed the
Services.

Category — code for the level of maintenance that fixed the fault. Will normally be O — unit
level maintenance or F — support maintenance.
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Hours — type in <.1>, again, all you are doing with this entry is posting completion of the
maintenance. Press <Enter> to process that action.

TE 28638227 FAULT CORRECTION INFORMATION AWCHMF145
FAULT : 28838227 SEQ _MO: BAB1 STATUS: §
ACCOMPLISHED——
TIME ACTION
28036227 13:59:82

CORRECTIVE ACTION REFLAGED

OPER OFPER

P
INDIVIDUAL LIC_MO ©CAT HOURS LIC_MO ©CAT HOURS LIG_MO CAT HOURS
MAN-HOUR J1943 [ e i - :

ENTRIES

TOTAL HOURS
PRESS <ENTER> TO PROCESS, <ESC> — EXIT

NOTE - You must do the “Correct a Fault” process to close out work orders, and stop NMC time!
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7. SENDING EQUIPMENT TO DS/GS OR HIGHER
LEVEL OF MAINTENANCE SUPPORT

Maintenance support in ULLS-G involves creating Maintenance Requests (also known as work
orders) to your supporting maintenance shop — DS/GS (MEDLOG Battalion), and posting status
on those work orders.
Maintenance Requests:
There are 2 types of Maintenance Requests — By Admin Number and Without Admin Number:
Maintenance Request (Admin Number) — this is a standard work order for equipment that is in
your ULLS-G Equipment Data, has an Admin Number and serial number. Most work orders will
be this category.
Maintenance Request (Without Admin Number) — this is a work order for an item that is not
entered in your ULLS-G Equipment Data records. Example — a work order on a miscellaneous
piece of canvas, or even a GP Medium Tent. Do not use this type of Maintenance Request
unless absolutely necessary!!
There are 5 steps to complete a maintenance support action:

1. Add a fault

2. Create the Maintenance Request

3. Send the request to SAMS (supporting maintenance unit)

4. Post status to the Maintenance Request

5. Close out the request and the fault

1. Add A Fault — see page 17.
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2. Create A Maintenance Request:
With ADMIN Number:
First, make sure a fault was added to ULLS-G.

Go to Maintenance Support on the main menu, and choose Maintenance Request. Then
select Admin Number.

MAINT. SUPPORT FUNCTION 2 PRODUCE MATNTEMANCE REQUEST

SEND SAMS TRANSACTIONS ADMIN MUMBER
MATHTENANCE REQUEST WITHOUT ADMIN MUMBER
MAMUAL MAINT. STATUS UPDATE.. 3 ERIT MAINTENMANCE REQUEST
AUTOMATED MAINT. STATUS UPD.. 4
MAINT. REQUEST REGISTER

MMDF LOAD-UPDATE

EXIT PROCESS

¢F1> HELF <F&> EUM <ENTER> SELECT

Highlight the equipment item. If no fault was added, the system will tell you and go back
to the start point. Highlight the fault that you are creating the work order against.
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On the Maintenance Request screen, type in:

Type Maint Request — press <F1> for the correct code, normally we use <1> for
regular work orders.

Priority for the request — type in the priority, based on your unit FAD and Urgency
of Need factors. If the equipment is NMC, normally you use the highest priority.
Work orders for services should NOT use the highest priority.

DATE: 28838227 UNMIT LEUVEL LOGISTICS SYSTEM AYCHFS18
MAINTENMANCE REQUEST
DODAAG: WBLIHAA ADMIN NO:= A23
TYPE MAINT REQUEST: 1 FAILURE DETECTED DURING: A PRIORITY:
IDENTIFICATION CD: A EQUIPHMENT STOCK HUMBER: 1234567820806
HOUN: THING MODEL: H-2TT
QUANTITY: dB@ad1 SERIAL WUMBER: 1111-1111
WORK STATUS CODE: M
WORK STATUS DATE: 28838227
WORK STATUS TIME: 14:11:45

LEVEL OF WORK: F DEFICIENCY: THING HISSING

<E>» TO EX | <F1> FOR HELFP <TAB> FOR NEXT FIELD <ENTER> TOQ PROCESS

NOTE - the system automatically creates the Work Order Number and places the work order in
M status — meaning that it is ready to go to your supporting shop. When you press <Enter> to
create the maintenance request, it will print out 2 copies of the work order and one 5988-E (2404-
equivalent) form. ULLS-G also sends the work order to a holding file.
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3. Send SAMS Transaction:

This process takes the work orders that have been created and are waiting in the holding file, and
copies them to a diskette to go to your supporting maintenance facility. In addition to the work
orders, ULLS-G also creates “inop” records for any NMC reportable item and copies them to the
diskette.

Go to Maintenance Support on the main menu, and select Send SAMS Transactions.

SEND SAMS TRANSAGCTIONS OPTIONS
UIa DISKETTE
MAINTENANCE REQUEST SEND SAMS MAINT. TRANSACTIOMS
MANUAL MAINMT. STATUS UPDATE.. 3 UIAa TELECOMMUNICATIONS
AUTOMATED MAINT. STATUS UPD.. 4 SEND-RECEIUE MAINT. TRANSACTIONS
MAINT . REQUEST REGISTER EXIT SEND SAMS TRAMSACTIONS OPTIONS

MMDF LOAD-UPDATE
EXIT PROCESS

<F1> HELP <F6> EUM <ENTER> SELECT-= <{ESC> EHIT ———— <{ENTER> SELECT

Normally you choose the Diskette option (if you BLAST work orders to the shop, choose
the Via Telecommunications option).

Put a good diskette in the drive and press <Enter>. ULLS-G will automatically format the
diskette and copy the transactions to the disk. It also prints out a list of the records on the
disk.

There are 3 kinds of records —

XMJ records — equipment that is NMC (deadlined)

XMK records — NMC equipment that is down for parts ( parts have been ordered
In ULLS-G)

XML records — work orders

At this point, you should take the diskette, the work order printouts and the equipment to your
supporting maintenance shop.
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4. Post Status To The Maintenance Request:

AUTOMATED MAIMIEMANMCE STATUS
UIA DISKETITE

MAINTENANCE REQUEST RECEIUE SAMS MAINT. STATUS

MANUAL MAINT. STATUS UPDATE.. 3 UIA TELECOMMUNICATIOMS

AUTOMATED MAINI. STATUS UFPD.. 4 RECEIVE SAMS MAINI. STATUS

MAINT . REQUEST REGISTER EXIT AUTOMATED MAINT STATUS

MMDF LOAD-UFPDATE

EXIT PROCESS

<F1> HELP <F&t> EUM <ENTER> SELECT <ESC> EXIT ———— <ENTER> SELECT

Status from your supporting maintenance activity (SAMS at maintenance units) can be posted in
2 ways — automated and manual. Automated status comes on a disk from the shop or thru
BLAST. Manual status is something you must type in. Status codes from SAMS tell ULLS-G
what action is happening on your work order.

Work orders generally follow this status sequence —
C — awaiting maintenance. Starts when an NMC fault is added to ULLS-G.

M — evacuation — the work order has been created and is in process of going to the
supporting maintenance shop.

** A — initial acceptance in SAMS. The work order has been processed into SAMS at the
maintenance facility. This status code MUST BE posted into ULLS-G!!

B, C, I, J, K, 1 — status codes that show the progress or current action on a work order

** S — closed in SAMS at the shop. All work on the maintenance request has been
completed. This status code MUST BE posted into ULLS-G. It tells ULLS-G that the shop
isdone, and action is now back on the unit. A maintenance request cannot be closed in

ULLS-G without the S status for a completed work order.

IMPORTANT NOTE - You must get a status disk from your supporting maintenance shop
at least twice — the first time when you bring in the work order and it is accepted at the
shop (A status), and when the work order is completed at the shop (S status).
To Post Automated Status —

Go to Maintenance Support on the main menu, and choose Automated Maint Status Upd.

Select either Diskette (if your status is on a disk) or Via Telecommunications if you get status by
BLAST from SAMS.
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If you choose Diskette — insert the disk. That's it.

ULLS-G takes the status information from the disk or BLAST file and posts it against each
maintenance request.

To Post Manual Status — (only use as needed or to close out a Maintenance Request Without
Admin Number)

Go to Maintenance Support on the main menu, and choose Manual Maint Status Update.

MAINTENANCE REQUEST

MAMUAL MAIWT. STATUS UPDATE.. 3
AUTOMATED MAINWT. STATUS UPD.. 4
MAINT. REQUEST REGISTER

MMDF LOAD-UPDATE

EXZIT PROCESS

Fi> HELP <F&6> EUH <ENTER> SELECT

Type in the ORGWON (unit Work Order Number)
At the Work Status Update screen —
First check the admin number block to make sure it is the correct item
Type in the Status Code
Type in the Status Date — date of the new code
Type in the Status Time — time of the new status (Be very careful about time in
manual status entries, ULLS-G is VERY particular about accepting time entries

here).

Press <Enter> to post the status. Watch for reject messages — they are very
common with Manual Status Updates.
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5. Close Out Maintenance Requests:
Each type of Maintenance Request is closed out differently in ULLS-G.

Close a Maintenance Request (Admin Number) — all that you have to do is Correct the Fault.
See page 17 for steps.

Close a Maintenance Request (Without Admin Number) — you must close this type of work order
out using manual status. Post a Status Code of <U> using the Manual Status process.

Maintenance Request Register:

This is a very useful reference in ULLS-G. The Maintenance Request Register is a list of all
current work orders, both open requests and completed work orders that have not been purged
yet (not until after you run the monthly AMSS report). You can view or print out the Maintenance
Request Register.

Go to Maintenance Support on the main menu. Choose Maintenance Request Register.

MAINT. SUFPPORT F MATNTENANCE REGUEST REGISTER
SEND SAMS TRAMSACTIONS DISPLAY REGISTER
MAINTENANCE REQUEST PRINT REGISTER
MAMUAL MAINT. STATUS UPDATE.. 3 EXIT PROCESS
AUTOMATED MAIMI. STATUS UFD.. 4
MAINT. REQUEST REGISTER
MMDF LOAD-UPDATE
EXIT PROCESS

<F1> HELP <F&> EUM <{ENTER> SELECT
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To look at the Register, choose Display. Press <Enter> to page thru the Register.

MAINTENANCE REQUEST REGISTER
DISFLAY OPEM RECORDS
DISPLAY CLOSED RECORDS
DISPLAY ALL RECORDS
DISPLAY BY ORGUOM
EXIT PROCESS

NOTE — as you can see, the Maintenance Request Register shows each status entry for that
work order. Itis in Work Order Number sequence. EXAMPLE
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8. ARMY MATERIAL STATUS SYSTEM (AMSS)

AMSS is the Army’s system of record for equipment readiness reporting. AMSS in ULLS-G tracks
the readiness of reportable equipment, reports data monthly to LOGSA (Logistical Support
Activity) and creates other AMSS reports for local use. It also keeps authorization records for
reportable items. AMSS reportable items have an MSCR code of Y on the MMDF (Maintenance
Master Data File in ULLS-G), and are listed in Appendix B of AR 700-138. Readiness data is kept
and reported for all on-hand reportable equipment.

AMSS Authorizations:

You establish AMSS Authorization Records for every reportable item AUTHORIZED on the unit
MTOE, whether the equipment is on-hand or not. You need to know the EIC (End Item Code)
before you can add an authorization record. EIC codes are listed in AR 700-138, in the MMDF,
and can also be viewed thru the Update Catalog Data option under Equipment Data Update,
Equipment Data File Update (you need to know the NSN to use this option).

To Add AMSS Authorization Records —

Go to Materiel Status Processes on the main menu, and choose Update AMSS
Authorizations.

READINESS <AMSS> OPTIONS 4 UPDATE AMSS AUTHORIZATION

DISPLAY  PRINT AMSS REPORTS... 1 ADD-MODDEL UMIT AUTHORIZATIONS
SEND AMSS TRANS HIGHER LUL... 2 PRINT UNIT AUTHORIZATIONS

RECU AMSS TRANS LOWER LUL.... 3 EXIT UPDATE AMSS AUTHORIZATION
UPDATE AMSS AUTHORIZATIONS... 4
END OF REPORT PERIOD

DA FORM 2715 FEEDER REPORT... 6
EXIT AMSS OPTIONS

<F1> HELF <F6»> EUM <ENTER> SELECT

Select Add/Mod/Del Unit Authorizations.
Type <A> in the Command block to Add a record.

Type in the EIC, and if part of a system the WPN EIC (system EIC code). Tab to the Qty
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Auth block
Qty Auth — total quantity authorized on the unit MTOE
Qty Reqd — total quantity required from the unit MTOE

Qty O/H — quantity on-hand (from SPBS-R). This includes any on-hand stored at a
Detachment.

Qty Short — difference between Qty Authorized and Qty On-Hand

DATE: 2083821% UNIT AUTHORIZATION AYCAF3IBAA

WiigAn WPN EIC:

DODAAC =

QT¥ AUTH QTY REGQD QTY 0O-H QT¥ SHORT

EXIT <A> TO ADD <M> TO MODIFY <D> TO DELETE
COMMAND: _ TO LOCATE <P> FOR PREUIOUS <N> FOR HEXT

Press <Enter> to add the record for that item.

To Change AMSS Authorization Records — should be done after MTOE Changes, or On-Hand
changes.

Go to Materiel Status Processes on the main menu, and choose Update AMSS
Authorizations.

Select Add/Mod/Del Unit Authorizations.

Choose the item record that you need to change — the easiest way is to type in N in the
Command block and page thru the records.

Tab to the lock that needs to be changed and type in the new information. Then Tab to
the Command block and type in <M>. Press <Enter> to change the record.

Monthly AMSS Reporting:

Every unit that has reportable equipment on-hand is required to submit a monthly AMSS

Equipment Readiness Report (also called End of Report Period). For AMSS periods, a report
period starts on the 16t of one month and ends at midnight on the 15w of the next month.
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Example — the November report period is 16 Oct — 15 Nov. The monthly report lists all of the
NMC time and usage accumulated during the report period.

Some important things to remember about the monthly AMSS report:
You can only run the report ONCE.
You must run the report after the 15w. The regulations say, run the AMSS report on the

16w (or if on a weekend), then the next working day after the 15w. You have between the

16wt and 18t of the month to run the report. Anything before or after those dates will be
rejected.

You must submit a report. AMSS reports are tracked and reviewed very carefully at the
RSC HQ and USARC HQ.

To Create the Monthly AMSS Report:

1. Do a Database Backup of your ULLS-G data. (Very important step!!)

46



2. If your unit has Detachments or unit stored at other locations (In an ULLS-G system at
that location) — you MUST do this step. If you are a “AA” unit without Detachments and
have all of your equipment at home station — SKIP THIS ENTIRE STEP.

a. Go to Materiel Status Processes on the main menu and choose Send AMSS
Trans Higher Level.

b. At the bright blue screen, select your UIC by pressing the spacebar and then
press <Enter>. ULLS-G will update the AMSS data. Select the floppy disk drive
(normally A drive), and insert a floppy disk. The system will check the disk — if
empty, ULLS-G will copy the AMSS data to the diskette. If the disk is not empty,
ULLS-G will ask if you want to erase the information on the disk. It does NOT
format the diskette, just deletes the info that was on the disk. When done, the
system returns to the bright blue screen. Label the diskette with your unit name
and AMSS feeder identity.

SEND AMSS TRANSACTIONS HIGHER

SELECT UIC*'S
+ UD1QAA

Device Menu

E. Exit
1. Floppy Drive A
Floppy Drive B

UPDATING THE AMSS TIME
PLEASE YAIT.J

Your Choice: E

<SPACE> = TOGGLE ~ UNTOGGLE
<ESC>=QUIT <{F1>=HELF <ENTER>=PROCESS

c. Next, go to System Ultilities on the ULLS-G main menu and select Unit
Parameter Add/Update. Choose Update Parameter. Type in your DODAAC and
Commander’s password. Go to # 6 Unit Parameters. Tab or arrow down to
Battalion Indicator and change it from <N> to <Y>. Also check your AMSS Report
Date to make sure it is current. Press <Enter> to change the parameter record.
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d. Go back to Materiel Status Processes on the main menu and choose Receive
AMSS Trans Lower Level. Choose the floppy drive and insert the disk you just
created in step 3B. Then repeat for the disk you got from the Detachment.

READINESS <AMSS> OPTIONS 3

DISFLAY - PRINT AMSS REPORTS...

Device Menu

SEND AMSE TRANS HIGHER LUL...
E. Exit

RECU AMSS TRANMS LOWER LUL.... 1. Floppy Drive A
2. Floppy Drive B

UFDATE AMSS AUTHORIZATIONS. ..

ENDI» OF REFORT PERIOD

DA FORM 271% FEEDER REFORT. .. Your Choice: E

EXIT AMSS OPTIONS

<F1> HELFP <{F&> EUM <ENTER> SELECT

NOTE — You have now just combined all of your AMSS data, from your ULLS-G system,
and any other locations.
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4. EVERYONE DOES THIS STEP !l Go to the Materiel Status menu and choose End of

Report Period, Via Diskette. Make sure you have 2 blank disks ready. If all of the actions
on the warning screen have been done — type in <Y> to continue. Choose the floppy disk
drive and follow the directions in purple on the screen. You will get 2 disks (130 and 131)
and a printout (2715 Feeder Report). Follow your instructions from higher HQ on what to
send where.

5. Do this only if you also did step 3. Go back to System Utilities on the main menu and
go to Update Parameters. Go back in to Unit Parameters and change the Battalion
Indicator back to <N>. Make sure to press <Enter> to make the change.

6. Last step — do this only if you did steps 3,4 and 5 — go back to Materiel Status on the
main menu and choose End of Report period. Run this process again, with 2 different
blank disks. This must be done to reset your ULLS-G system for the next month. Do
NOT send these disks anywhere, and recycle the printout.

Explanation — if you have to consolidate AMSS data for your unit, you must run the
monthly report twice. The first time with a <Y> Battalion Indicator to create the
consolidated report. The second time with the <N> Battalion Indicator to reset your
system. If you only ran Step 4 (no data to consolidate), then it created the report that goes
forward AND reset your system.

NOTE — What ULLS-G does to reset your system is: Changes the AMSS Report Date to the next

month, Purges out any Maintenance Requests that were closed during the last month and
creates continuing records for inop (NMC) equipment for the new report period.
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9. SYSTEM UTILITIES & MISCELLANEOUS ULLS-
G PROCESSES

This part of ULLS-G does some critical functions — like BACKUP and Restore data. Other
functions include Unit Transfer.

Backup:

Located under File Maintenance Tape or File Maintenance Diskette. With ULLS-G, you can
backup or restore data or program files by Tape (Colorado in most cases) or by diskette.

To Backup DATA on a tape:

Go to System Utilities on the main menu; choose File Maintenance, Archive Device.

SYSTEM UTIL ARCHIVE MAINT.
UNIT PARAMETER ADDAUPDATE.... 1 BACKUP DATABASE
BACKUFP ULLS SYSTEM FILES
FILES MAINT ARCHIVUE DEVICE... 2
RESTORE DATABASE
FILES MAINT DISKEITE RESTORE ULLS SYSTEM FILES
UNIT TRANSFER FORMAT MEDIA
TELECOMM INIERFACE
END USER MANUAL INFO-PRINI... 6

EXIT SYSTEM UTILITIES

EXIT SYSTEM UTILITIES TAPE MAINT

<F1> HELP <F6> EUM <{EWTER> SELECT

Choose Backup Database. Insert the tape. The system will save a copy of your ULLS-G
data on the tape. Be sure to label the tape with the date and “Data Backup”.
To Backup DATA to Diskette:

Go to System Utilities on the main menu, choose File Maintenance, Diskette.

Select Backup Database.
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The system tells you at the top of the screen how many diskettes you will need. (Usually
4-5 for data backup). Insert the first disk; follow the instructions on the screen. Make sure
to label the diskettes with the number (2 of 5 as an example), date and “Data Backup”.

Dick Regquirements: 368K — 1 1 1.2M - 1 § 728K — 1 | 1.4M - 1

Enter disk number 1 in drive A: and press any key when ready. [Esc = Ahort]

To Backup a copy of the ULLS-G Program:

Go to System Utilities, File Maintenance Tape or Diskette. Choose Backup ULLS System
Files.

This will copy the ULLS-G Program (not your data).

Follow the instructions for the backup. Label the diskettes (usually 9 disks) or the tape
with the date and “ULLS-G System Files”.

To Restore Data from tape or diskette:

Go to System Utilities on the main menu and choose File Maintenance Archive Device or
Diskette. Choose Restore Database.

Make sure you are restoring the most current data; check the tape or diskette labels for
the backup date.

After the Restore is done, go to Rebuild Database on the ULLS-G main menu and type in
“Y” when it says that rebuild is time-consuming. This re-organizes your data.

*»***NOTE**** - Data backups should be done at these times:
1. Every day that the ULLS-G system is used.
2. If you enter a large amount of data, do a backup when finished.

3. Before running the monthly AMSS report.
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4. Before your system goes in for any maintenance or repair.

5. Before you leave for AT (assuming you are taking for ULLS-G system to AT) and before you
pack up the ULLS-G system at the end of the AT period.

ULLS-G System File backup only needs to be done once, and after any Program Change.

Unit Transfer:

This process takes the ULLS-G data for a unit and either adds it to another unit's ULLS-G system
or takes it off of an ULLS-G system. This data includes — equipment information, operator

records, and AMSS data — all data except for the supply catalog.

Unit Transfer Out — copies a unit's ULLS-G data to diskette, and removes the data from the
computer.

Unit Transfer In — loads a unit's ULLS-G data from diskette to another ULLS-G system.
NOTE — run Rebuild (from the main menu) after doing Unit Transfer In or Out. Log on under a

different DODAAC when dong Unit Transfer Out.

The units should probably be told to run rebuild on a weekly basis. This resorts files and helps
keep the program from being corrupted.
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10. SAGE DATA INQUIRY (SDl)

- For areference on how to use the SDI program please click on the link
below

http://umw.knox.army.mil/MLC/SDI/eight_steps.htm
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